
ZEISS Axiocam 105 color
Your Fast Microscope Camera with 5 Megapixels



ZEISS Axiocam 105 color

Sensor Type CMOS

Basic Resolution 2560 (H) x 1920 (V) = 5.0 Megapixels

Sensor Size 5.70 mm x 4.28 mm, equivalent to 1/2.5" (diagonal 7.1 mm)

Pixel Size 2.2 µm x 2.2 µm

ROI Yes (adjustable)

Digitization 3 x 8 bit/pixel

Read-out Mode Progressive

Filter Mask RGB Bayer color filter

Spectral Sensitivity Approx. 400 nm – 650 nm, IR filter

Exposure Time 100 µs – 2 s

Optical Interface C-mount

Interface (Camera) USB 3.0 Micro-B

Interface (PC/Board) USB 3.0 Standard A

Power Supply Via USB 3.0 interface

Power Consumption 1.7 W (5 V, 0.34 A)

Housing (WxDxH) 29 x 29 x 47.6 mm

Conformity CE, FCC Class B, RoHS

Included in Delivery 1x Axiocam 105 color

1x USB 3.0 PCIe x1 interface card/4x USB 3.0 (single bus)

1x USB 3.0 cable

1x SATA power connector cable

1x Molex power connector cable

Live Frame Rate (Depending on Hardware and Software Configuration)

H      x      V Binning Factor Frame Rate@1ms

2560 x 1920 1x1 15

1280 x 960 2x2 37

640 x 480 4x4 47

Ambient Conditions 0° ... +50° Celsius, max. 80% relative air humidity, no condensation, free air circulation required

Operating System Microsoft® Windows 7 x64 Ultimate SP1

Software AxioVision 4.9.1 SP1

ZEN 2012 SP2
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